Advance planted hedgerows on 2m high bund with 1:5 outer slope and on woodland side 4m tarmac access road (sunk 1.5m) with 2 no. 7m wide passing places before quarry extraction limit.

Sunken (1.5m) access track with crushed limestone surface and new hedgerow on woodland side to provide physical and visual barrier.

Internal access track

New tarmac haul road sunk c.1.5m

Advance planted hedgerow

Existing ground level

New 2m bund with hedge and 1.5 outer slopes for agricultural use

Existing young woodland

Bund 4 - sub-soil storage bund 1:4 outer slopes

Bund 4a - sub-soil screening bund 1:2 outer slopes

Bund 5 - topsoil screening bund

Phase A

Illustrative cross-section of haul road near entrance (Scale 1:400)
**WAKERLEY QUARRY**

**Phase E**

**Application Consent Boundary**

**Existing mining consent**

**Operational areas**

**Sub-soil bund**

**Restored land**

**Unworked areas**

**Topsoil storage bund**

**Phase boundary**

**Principal areas of existing woodland**

**Access track**

**General direction of quarry working**

**General movements of restoration mineral**

**Advanced woodland planting**

---

**Plan 7a**

**Scale:** 1:7,500

**Date:** January 2016

**Drawn by:** FS

**Version:** 5

**Description:**

- **Bund 4:** Restored
- **Bund 4a:** Restored
- **Bund 7:** Progressively removed and used for restoration and formation of bund 9 - sub-soil storage bund
- **Bund 9:** Constructed and linked to bund 8 - with 1:2 inner slopes and 1:5 outer slopes - sub-soil storage bund
- **Site access track**
- **Remaining material in bunds 7, 8, and 9 used for final restoration of Phases D and E**